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FGIA Members 

• AmesburyTruth 
• Apogee Enterprises 
• Assured Testing Services 
• C.R. Laurence 
• Caldwell 
• Energi Fenestration Solutions 
• Graham Architectural Products 
• Guardian Glass 
• Intertek 
• JELD-WEN 
• Milgard 
• Orchard Photography, courtesy of Technoform and Wausau Window and Wall Systems 
• Pella 
• Tremco 
• Ultrab 
• Wojan Window and Door  

Industry Partners: 

• American Wood Council (National Design Specification for Wood Construction (NDS) Standard) 
• NFRC, Efficient Windows Collaborative 
• ASTM E1300-16, 1st page 

o Reprinted, with permission, from ASTM E1300-16, Standard Practice for Determining Load Resistance 
of Glass in Buildings, copyright ASTM International, 100 Barr Harbor Drive, West Conshohocken, PA 
19428.  A copy of the complete standard may be obtained from ASTM International, www.astm.org. 

• ASTM F2090-17, 1st page 
o Reprinted, with permission, from ASTM F2090-17, Standard Specification for Window Fall Prevention 

Devices With Emergency Escape (Egress) Release Mechanisms, copyright ASTM International, 100 Barr 
Harbor Drive, West Conshohocken, PA 19428.  A copy of the complete standard may be obtained from 
ASTM International, www.astm.org. 

• ASTM E2112-19, 1st page 
o Reprinted, with permission, from ASTM E2112-19, Standard Practice for Installation of Exterior 

Windows, Doors and Skylights, copyright ASTM International, 100 Barr Harbor Drive, West 
Conshohocken, PA 19428.  A copy of the complete standard may be obtained from ASTM 
International, www.astm.org. 

• ASTM E2112-19, Table A4.2, Sealant Adhesion 
o Reprinted, with permission, from ASTM E2112-19, Standard Practice for Installation of Exterior 

Windows, Doors and Skylights, copyright ASTM International, 100 Barr Harbor Drive, West 
Conshohocken, PA 19428.  A copy of the complete standard may be obtained from ASTM 
International, www.astm.org. 
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